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413-267-4 OS f 


INSTRUCTION 

MANUALS 



CAUTION: 


RE AD THIS BOOKLET BEFORE REMOVING REVOLVER FROM PACKAGE. 
YOUR FAILURE TO COMPLY WITH THE INSTRUCTIONS IN THIS BOOK¬ 
LET WILL JEOPARDIZE YOUR SAFETY ANDTHE SAFETY OF OTHERS. 
IF UNFAMILIAR WITH FIREARMS. SEEK FURTHER INSTRUCTION 
THROUGH SAFE HANDLING COURSES RUN BY YOUR LOCAL GUN 
CLUBS, N.R.A. APPROVED INSTRUCTORS OR OTHER QUALIFIED 
ORGANIZATIONS. 




NQTICE: 

Dafi Wesson Arms shall not be responsible for injury, dealh or damage to properly result¬ 
ing from intentional or accidental discharge o1 this firearm, or from its use in a manner for 
which it was nol designed, Dan Wesson Arms will not honor claims involving fhis firearm 
which result from careless or improper handling, unauthorized adjustment, alteration, 
corrosion, neglect, the use of improper caliber ammunition, the use of ammunition other than 
origioal high guefily commercially manutactured ammunilion in good condition, or any 
combination thereof. Dan Wesson Arms will not honor claims involving this firearm for 
any reason when claims are made by a subsequent owner. 

IMPORTANT: 

Before leaving the factory, Ihis firearm was carefully tested, inspected, and packaged. Please 
examine the firearm at the time of purchase to make sure it is unloaded and undamaged as Dan 
Wesson Arms, cannot control the handling of this producf after it leaves fhe factory. The 
deafer will be pleased (o assist you in making this etjamination and will answer any questions. 


This insUuction manual should always accompany this firearm and be transferred with it upon 
change of ownership. 


FEATURES 

1. VERSATILITV 

The Dan Wesson revolver is much mure versatile than the usual sinole purpose firearm and 
can he adopted to handle a variety of shooting situations in a manner o1 mmules. 

Barret: Dan Wesson revolvers provide the ultimate in interchangeahiiily of barrel lengths 
and shroud styles because they can be replaced by the users themselves without the 
machining, titling, or special equipment necessary to cnange the barrels on other revolvers. 

Frame: The ejector rad and lock are located at the front ot your Dan Wesson revolver. This 
positioning keeps the latch out ot Ihe way uf your thumb while shooting and makes a more 
positive lock wh ere th e ba rre I m eets the cyli nd er. 

Grip: You may change your Dan Wesson revolver from a sguare to a round butt style by 
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simply cljanginj the grip, There are several styles of grips and woods available, all inter¬ 
changeable, This gives the user a wide variety of options, hot only for hand size, bof lor ease 
or csrryin^, 

“9h Wesson tevoiver is equipped with a rear sight which has infer- 
changeahle rear biades with venous notch widths, to accommodate any shooting condition, 
Frtmi Sqlit: All Dan Wesson target revolvers are now equipped with interchangeable, colored 
troM sight blades for increased acciiracy in any shooting situation. Target IPatridge) sights 
are standard wtth the supermag. Optional colored sights are also a variable. 

2, DESIGN 

The Dan Wesson revolver was designed with an eye toward sirrrpiicftv and interchangeabilitv 
Utilizing rnodern ntachine methods, wo are abfe to conlrof tolerances to prodjce parts to 
exact engrnsBnng specrfications resulting in a creep-free single actron and a fast short double 
action. 

3. SAFETY 

The Dan Wesson irrcorporates an automatic safety device which prevents the hammer from 
striktng the finng prn connector unless !he trigger is reiracted and held in the liring position. 

If during cocking the revolver the hammer were to sJip from your thumb, or if the revolver is 
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dropped on the hammer spur,..the revolver will not fire provided the (rigger is not in the 
firing position. 

During the normal firing cycle, the safety conoecror is positioned between the hammer and 
liring pin. When the hammer moves forward, tr strikes She connector, which transfers its 
energy to the firing pin lo fire the revolver. However, il the trigger is released before the 
hammer is cocked, either single or double action, the safety connector will b withdraiwn 
lo prevent the hammer energy from being transferred to the firing pin. 

4. ACCURACY 

The accuracy of the Dan Wesson revofver has been weli established. Superior -accuracy is 
achieved by virtue of the basic design of the Dan Wesson revolver. It is the only revofver in 
wliich the barrel is secured at both ends and always under tension. The cylinder latch is 
located up front to ensure proper position of cylinder to barrel and the barref itself is flat 
and sguare with the bore. 

5. CONSTRUCTION 

The Dan Wesson barref is made of haal treated chrome molybdenum steel. The frame is of 


the Naest iovestinent cast steeJ. The single piece coastrucrion of the grip is durable end 
offers protection to tbe steel frame olberwise exposed to corrosive sells from the user's 
hands. In addition, the one piece grip is Jess likely to split or break. 

SAFETY INSTRUCTfOWS 

TO FULLY AND SAFELY ENJOY SHOOTING YOUR DAN WESSON 

REVOLVER, WE URGE YOU TO CAREFULLY READ THIS ENTIRE IN¬ 
STRUCTION BOOKLET BEFORE ATTEMPTING TO LOAD AND USE 

THIS FIREARM. 

CAUTIOIVS 

1. Always treat your revolver as if it were loaded so that it's never fired accidentalJy when 
thought to be unloaded. 

2. Never point your revolver at anything you do ool intend to shoot; ft it fires accidentally, ‘ 
Injury, death or damage to property will be prevented. 


3. Always consider the revolver to be loaded until you have personally checked to see that the 
chambers of tbe cylinder are emply. Keep fingers off the trigger and gun pointed in a safe 
direction 

4. Before loading, be sure barrel and cylinder chambers are clear of obstructions, if obstruc- 
lions are observed, clean revolver immedialely. 

b Never pull trigger or place your finger in tbe trigger guard until yOn are aiming at a target 
and ready to shoot. 

6. Always keep tbe hammer forward and chambers empty until ready to shoot to eliminate risk 
of accidenlaf discharge. 

7. Always be absolutely sure of your target end the area behind it before you squeeze Ehe 
trigger. A bullet could (ravel pasi your target up to one and one-half miles. 

6. Never shoot at a hard surlace such as a rock, a free, or a liquid surface such as water. A 
bullet may richocbet in any direction to strike you or an objeci you cannot see, causing 
jnjury, death or damage to property. 
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9. Make sure ypur backstop is adequate to slop and cooEaio the bullet before beginning target 
practice, 

10. When group lirino, always have someone in charge to maintain safety control. Obey bis ' 
commands immeoiaiely. 

11. When carrying your revolver on a range, it should be empty and the cylinder should he open 
until prepared to fire. Keep revolver pointed toward the backstop when loading, firing and 
unloading. 

12. Never leave a loader! revolver unattended. It may be fired accidentally causing injury, death 
or damage to property 

13. If your revolver fails to function properly, stop firing immediately. Do not force a jammed , 
cylinder mechanism, asa round may e3(plode causing serious injury, rleath ardamagetoyour 
revolver. 

14. Never leave your revolver loaded, cocked and ready to fire. This is extremely dangerous, as ^ 
the revolver could be accidentally discharged causing injury, death or damage to pruperty. 


15. Always check barrel condition prior to shaating and after every 100 rounds. 

16. Always bold your revolver by Ihe grip and keep bath hands well clear of and behind the 
cylinder. Never hold l\ near the cylinder as very hot gasses and lead parNcles may he 
sprayed oof around the cylinder, causing injury In your nands. 

17. To eliminate the risk of accidental discharge, never walk, climb or follow a companion with 
your revolver cocked, ready to fire, or with the hammer in any posilion oiher than forward 
When hunting, bold your revolver so that you can always control the direction of the 
muzzle, even if you slip and fall. 

19, Always unload your revolver before allowing anyone else to handle it. 

19. Never lack a target ta a live tree as Ihe bullet may rebound back directly at you or someone 
near you, 

20. Never drink alcoholic beverages or take drugs before or while shooting. 
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21. Always seek a docior's advice if yoir are taking medication to be certain yoLi can handle 
your revolver safely. 

22. Always wear ear protection when shooting or when in the vicinity of others who are shooting. 
Repeated exposure to high noise levels could lead to long term hearing loss. 

23. Always wear protective shooting glasses while shooting or in !he range area, 

24. Always make sure your revolver is ao! Jeaded heiore cfsaning, storing, traveling or changing 
barrels. Always open cyfinder before laying revofver down er hancfing to another person. 

25. Always store your revolver and ammunition in separate, locked containers, out of sighf and 
reach of children. 

26. Always instruct children to respect firearms. 

27. If ynu teach children to sheof. teach them to use the revolver properly and always supervise 
them closely. Always stress safely to avoid any possibility of accidental injury, death of 
damage to property. 


FUNCTION 

The Oan Wesson revolver can be fired either single action by cocking the hammer with the 
thumb and then squeezing the trigger to release the hammer, or double action, hy pullir3g the 
trigger to cock the hammer and fire. Use of either method does net change the functioning 
sequence of the mechanism. When the hammer is moved rearward, the bolt is moved, unlocking 
tbe cylinder and allowing it to rotate, and the connector is moved into position behind the firing 
pin. Approximaiely half-way to the full cock position {either single or double action), the bolt 
is released and enters the lead-in notch ol the cylinder. The cylinder continues to rotate until 
the bolt drops into the iocking notch, aligning the chamber, barrel and firing pin, In single 
action operation, the hammer will reach a cocked position and remain in this position unlil the 
tr.jger is squeezed, releasing the hammer and firing the revofver Whert firing double action, 
the movement of the trigger cocks the hammer and continued movement then releases it at the 
proper locked cylinder position. Releasing the trigger causes the connector to be withdrawn, 
preventing firing pin contact. 
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LOADING 

CAUTION: USE ONLY ORIGINAL, HIGH QUALITY, COMMERCIALLY 
MANUFACTURED AMMUNITION IN GOOD CONDITION, APPROPRIATE 
TO THE CALIBER OF YOUR REVOLVER. 

AMMUNITION: Dan Wesson .357 Magnum revolvers are chambered to lire .357 Magnum 
cartridges and will also accept and fire .38 Special cartridges, inlerchangeahty. The Dan Wesson 
,3B Special revolvers are chambered for .38 Special cartridges only ana will not accept Ihe .357 
Magnum. Dan Wesson .22 L. R. revolvers are chambered for .22 Long Rifle cartridges and iwill 
also accept 11 Long and .22 Short cartridges, Dan Wesson .22 Magoom revolvers are 
chambered for the .22 Win. Magnum cartridges only. 

CAUTIUN: 

Belore attempting to load your revolver, read the safety instructions and be fully familiar 
with the operation ol this revolver. 


DO NOT LOAD LIVE AMMUNITION INTO THE REVOLVED UNTIL READY TO SHOOT 

2. Ejtamme the revolver before use by moving the cylinder latch down and pushing the rear of 

the cylinder out lo the left side of the frame. 

a. Check each of the chambers (o make sure they are clean and free from accumafated oil 
or grease. Clean it necessary. 

b. Check the barrel bore for cleanliness and remove any oil or grease. 

c. Close cylinder and check for proper latch operation and lock up. 

d. Insert barrel/cylinder gauge in place between face of cylinder and rear of barrel to deter¬ 
mine If proper .006'' gap exists. You should feel pressure against fhc gauge, bul il should 
be possible to move gauge side lo side. If proper gap is maintained between barrel arid 
cylinder, proceed to loaoiig instructiarts. If gap is Eight or excessive, proceed to barrel 
changing Instructions and adjust barrel cylinder gap accordingly. 
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LOADING INSTRUCTIONS * 

1. Do not load five ammuniEioiTiinti! you intend to shoot. i 

2. Keep revolver pointed in a safe direction. '' 

3. Open cylinder hy moving latch down and pushing the cylinder to left out of the frame 
opening. 

4. Using only ammunition recommended in this booklet, insert one round of ammonitfon into 

each of the chambers, seating lully. ^ 

* 

5. Keeping revolver pointed in a sale dirsetipn, make sure tiairmer is not cocked and push ^ 
cylinder inlo the frame until latch springs pp inlu locked pnsition. 

IMPORTANT: DO NOT ATTEMPT TO CLOSE THE CYLINDER WITH THE HAMMER 
CDCKED AND DO NOT SLAM YOUR CYLINDER CLOSED FORCEFULLY. AS DAMAGE 
TO THE MECHANISM COULD RESULT. 
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0. Rotate cylinder by hand until bolt drnps into locking natch, positioning Ihe chamber and 
barrel. If cylinder cannot be turned, bolt is in locked posifion and revolver is ready tor firing. 

UNLOADING INSTRUCTIONS 

T. Keep revolver pointed in a safe direction and da not touch the trigger. 

2. Open cylinder by moving latch down and pushing cylinder open. 

3. Push ejector rod backward., forcing out all empty cases or live rounds. When clear of 
cliambers, allow elector rod to return lo its forward position under spring pfe.S3ure. 

4. Make sure hammer is not cocked and push cylinder hack to closed position. 

5. Collect live ammunition for safe storage and dispose of empty cartridge cases. 


SHOOTING 

Before Uring, practice with your revolver UNLOADED to develop stance, aim and trigger 
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control. The Dan Wesson revolver may be dry fired (functioned without cartridges) to develop 
your shooting skills without any damage to the revolver. Dry firing is not recommended for 
22 caliber revolvers 

riRiNG 


To fire sirrgle action: 

1, Hold revolver hy grip, keeping finger away from Irigger. Using thumb, drew hammer fully 
hack to the cocked position where it will remain [see Figure 2). 

2. Remove thumb from hammer spur. 


WARNING: KEEP HANDS WELL CLEAR OF AND BEHIND CYLINDER. 
NEVER HOLD THE REVOLVER NEAR THE CYLINDER AS VERY HOT * 
GASSES AND LEAD PARTICLES MAY BE SPRAYED OUT AROUND THE 
CYLINDER AND CAUSE INJURY, 
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3. Take aim by aligning the target with front and rear signis Isee Figure 11. 

4. Keeping sleady aim, place indei! finger on trigger and squeeze genlly until hammer falls. 

5. To fire remaining rounds, remove finger from trigger, cock hammer as described in Step 1. 
and continue in successive steps. 

6. Upon completion of filing, unload as described m previous section. 

To fire double action: 

1. Hold revolver by grip, keeping lingers away from hammer. Aim hy aligning sights, and using 
steady smooth pressure, pull trigger until hammer is cocked and released, tiring one round. 

2. Remaining rounds are fired by releasing tha triggar and pulling smoothly again to fire each 
successive round. 
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CAUTJON: IF REVOLVER FAILS TO FIRE, HOLD IT, KEEPING MUZZLE POINTED TOWARD 
TARGET, AND WAIT FOR 30 SECONDS. IF A HANGFIRE [SLOW IGNITION) HAS OC^ 
CURRED, THE CARTRIDGE WILL GENERALLY FIRE WITHIN 30 SECONDS. 

If the cartridge does not fire, eject cariridge [using the unloading procednfe instructions) and 
eitamine !he misfired cartridge case. If firing pin indent in primer is light, misaligned, or non- « 
existent, have revolver examined by a competent gansmim. If primer indenl appears normal 4 
las judged by previously fired cartridges!, asseme faulty ammuoition. Remove misfired 
cartridge from other live ammuoitioo and dispose of in accordance with ammunition manu¬ 
facturer's instreclions. 

UNCOCKING 

To uncock your loaded revolver with hammer in single action cocked position, place Ihumtj of 
the hand not holding Ihe revolver between hammer and frame. Hold hammer back firmly with i* 
the other thumb and pull trigger only enough to allow (he hammer to move forward to clear the 


cocking notch. Then release the trigger completely; remove thumb from betweeri hammer and 
frame, and lower the hammer gently to rest on the frame. 

In the double action mode, a partially cocked hammer is lowered by gradually releasing the 
tEOsion on the trigger. 

HAMhiVER 






MAINTENANCE 

CAUTION: BE SURE REVOLVER IS NOT LOADED BEFORE ATTEMPT¬ 
ING TO CLEAN, CHANGE BARREL OR SERVICE YOUR REVOLVER, 

CLEANING 

Your Dan Wesson revolver should be kept clean and lightly oiJel Powder residue can easily be 
removed by scrubbing out the barrel and chambers with any commercially available gun solvent 
and a soft bristle brush. 

Barrel leadjng (caused by firing soft lead bulletsi and residue Irum jacketed bullets can be 
removed using solvenl and a brass wire brush. Always push brush or cleaning patch complelefy 
through barrel or chambers belore reversing direction to prevent the possibility of brushes or 
patches becoming [edged in the bore or chamber. 


rounds or whenever cylinder rotation becomes sluggish. 

Aller brushing, run a lightly oiled flannel patch through the bore and chambers; followed by a 
dry patch to remove estcess oil. 

Note: Wipe enierior surfaces ol revolver with a lightly oiled patch or cloth after handling to 
prevent corrosion Irom body satis and rroislure. 

STORAGE 

Always unload your revolver and store revolver and ammunition in separate, locked containers 
out of sight and reach of children. 

Note: Do not store in an airtight container and do not seal barrel or chambers to keep out 
dust, since trapped, moisture laden air can cause corrosion. 


The cylinder center hole and Ihe upper crane leg should be cleaned at approximately 2D0D 
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CHANGING BARREL ASSEMBLE 

CAUTION: BE SURE REVOLVER IS NOT LOADED BEFORE ATTEMPT¬ 
ING TO CHANGE BARREL. 

1. Assemble rhe barrel wrench to Ihe barrel m\ in the muzzle of the barrel. 

2. Unscrew and remove the barrel nut. 

3. Remove shroud by sliding forward ofitbe barrel. 

4. Unscrew the barrel from the frame. 

5. Screw new barrel with end containing most thread into the frame. 

6. Insert proper feeler gauge against the front of the cylinder and screw barrel info frame until 
there is a slight pressure against the feeler gauge. The proper barref/cylinder gap for the 
-375 SuperWlag revolver is .006". 

7. Keeping Ihe gauge in place, install new shroud over barrel and locating pin. 


8. Assemble barrel not (slots up) using wrench. Tighten so thal firm pressure is required to un¬ 
screw the nut. DO MOT OVERTIGHTEN. 

3 Recheck gap between cylinder and barrel by moving gauge. There should be slight pressure 
against the gauge, hut il should be possible to mave it. __ 

WAFTING: THE BARREL AND CYLINDER GAP IS CRITICAL. FAILURE 
TO USE THE GAUGE CAN CAUSE EXCESSIVE GAS LEAKAGE AND LEAD 
fttTTING If>OSSIBtY CAUSING INJURY, 1 

10. Remove leeler gauge 

11. After firing the first sin or Iwelve rounds, recbeck for proper gap and barrel not tightness. 
Wake certain the gun is unloaded lor this recheck. 

12. If the barret nut is loo light, making removal difficolt. use the loflowsng procedure: 

a With wrench assembled lo the barrel nul, press muzzle ot Ihe gun and wrench firmly 
against the edge of a bench. Using a hammer or mallei, tap the end of the wrench 
shmply to loosen nut. 
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SIGHTS 

CAUTION: BE SURE REVOLVER IS NOT LOADED BEFORE ATTEMPT¬ 
ING TO CHANGE REAR SIGHT BLADES. 

itEAR SIGHT 

The Dan Wesson target models incorporate an adjustable rear sintit. To adjust, lurn windage 
screw clockwise lo move the sight notch lo the right: counterclockwise to move natch to left. 
Turn elevation screw clockwise lo lower sight: counterclockwise to raise sight. Paint of impact 
of bullet will move in the same direction as Ihe movement of the rear sight, 

CAUTION: DO NOT REST THE REVOLVER AGAINST A SOLID OBJECT 
WHEN SHOOTING OR SIGHTING IN, SINCE DAMAGE CAN OCCUR TO 
THE GRIP CAUSING INJURY TO THE HANDS, 


DIRECTIONS FOR REPLACING BLADE 

1. Using the Barrel Wrench Tool remove retaining screw on top of Sighi Bodv- 

2. Holding sight with head of Windage Screw"up'^ pull Rear Blade and Screw ^ 

Body, Take care not to lose Detent Plunger and Spring which is positioned under Windage 


3. Insert Windage Screw into Rear Blade approximately central with Blade 
4 Insert Blade and Screw into Rear Sight Body. Be sure Delent Plunger and Spring are in proper 
position underWindage Screw Head. 

5. Insiall Relaining Screw and adjust Sight as reguired. 


FRONT SIGHT 

CAUTION: BE SURE REVOLVER IS NOT LOADED BEFORE ATTEMPT¬ 
ING TO CHANGE FRONT SIGHT BLADES. 
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Qn Oan Wesson lafget revofvefs incorpojating o replaceable Ireet srghl blade: 

To change front srghl blades, unscrew the front sigh! retaining screw [40J at the end of the 
shrood. approJiimatel^ one^eighth of an inch, Posh the front sight bfade forward and lift up, 
rennoving from the shroud. To rnsfall a new blade, place rear doveteil on bottom of sight blade 
under front sight pin |6| and retighten the retaining screw. 

Note: Do not overtighten retaining screw. 

GRIPS 

CAUTION: BE SURE REVOLVER IS NOT LOADED BEFORE ATTEMPT¬ 
ING TO CHANGE GRIPS. 

To change grip, unscrew the grip screw [52J on bottom of grip. Slide grip off tang and remove 
screw from grip. Slide repiacemeni grip on lang and replace screw. Tigblen only unfil grip is 
snug and free from any movement. 


SERVICING AND REPAIR 

Should your Don Wesson revolver require service or repair, make certain it is NOT LOADED 
and take or send it to Dan Wesson Arms where competeni gunsmiths can qurcMy make the 
necessary repairs. An illustrated parts breakdown is included in this booklet to help you identity 
the componenl parts of the revolver. 

Accessory ilents and parts are available from your dealer. However, it the item you require is 
nnl normally stocked, the dealer can order it from our many Dan Wesson Accessory Products 
or Authorized Parts DEStrihuters. Please place your order with your dealer and do not contact 
distribulors direclly. To do so would delay your order as Ibe distributor must work through a 
dealer only 
IMPORTANT 

Any repair or parts replacement with exception of items indicated wilh an aslerisk{*t should 
he performed by Dan Wesson Arms, Dan Wesson Arms will not assume responsibility for proper 
functioning ef this revolver if unauthorized alterations, ad|ustments or parts replacements with 
unauthorized parts are made. 
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TRANSPORTING REVOLVER TO FACTORT 


Various federal and siate laws and local ordinances govern the transfer and transportation of 
firearms. To avoid any problems, we rBCDmmand ffia! you fake the advice of the dealer in your 
state on how to send or transporf your revolver to Dan Wesson Arms. Before shipping, follow 
the procedure listed: 

CAUTION: MAKE SURE THE REVOLVER IS NOT LOADED. 

1. Write a letter explaining the problem you are experiencing and your requirements in as much 
detail as possible. Include Ihe model name and number, serial number and date of purchase 
of your revolver. 

2. Enclose letter with the revolver in a well padded package. 

3. Do not include ammunition or accessories. 

4. To prevent theft, do not indicate contents on outside package. 

B. Insure package against loss or theft. 
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PARTS LIST 


LIMITED WARRANTY 


' 1 . 
' 2 . 
' 4. 
' S. 
* 6 , 
♦ 7. 
^ B. 
9. 
ID. 

n. 

12. 

'13. 

14. 

'15. 

*1G. 

17 

ie. 

13. 


Wrench 

Gauge. Bhl. S C^. Cl^ar.^nca 

Barrel Nut 

Frddt Sight 

Profit Sigh! Pir 

Slii4iid 

Barrel 

Frame 

Main Spring Gjide 
Main SiiJinig 
Firingi Pin Ratainifig Pin 
Rear Sight tifvjlidn 
Tension Spring 
Rear Sight F^vallon 
Scraw 

Rear Sight Body 
Rear Reiaining Pin 
Firing m Spring 
Firing ^n 
Cyl. Aligning Ball 


21 . 

* 22 . 

*23. 

*24. 

*25. 

26. 

*27. 

'26, 

23. 

'30 

31. 

32. 

33. 
*31 

35. 

■36. 

37. 


SpringTylintfer 
Aligning Bail 
Aligning Ball Scraw 
Ejecrw fiod 
Letch Retaining Screw 
Lartch 

Laldi Spring 
Crere 

EieclnrRtHl Bushing 
Elector Spring 
Snpn Sirleplale Screw 
Lerig Sirlapleta Screw 
Sidagldte 
Cylinder 
ErtraclPr 

Belt Plueger Spring 
Slireud locetirrg Ptn 
Bah Ptufiger 
BoH 


33. Bern! 

39. Trigger 

'49 Sight Retaining Screw 
41 Trigger Return Spring 

42. Crane Loct 

43. Hand Spring 

44. Conneclor 

45. Etrpi Pliinger 
4G. Strut Spring 
47. St;ut 

49. Hammer 
49. Mainapring Seal 
*50. Grip 

51. Trigger Slop Screw 
*52. Grip Screw 
*5 3. Rear Sight Blade 

*54. Windage Screw 
'55. Windage Screw Relalner 
'56, Wndap Plunger 
*57. Wlfldage Plunger Spring 


pan Wesson Arms warrants to the original purchaser, consumer or lo the recipient ol this item 
as a gilt that this product will be tree of manufacturing defects for len years after the original 
date of purchase or receipt. If the product should hecome defective within the warranty period, 
we will elect to repair or replace if free of charge including iree return transportation provided 
it is delivered prepaid to Dan Wesson Arms. This warranty does not include damage resulting 
from accidents, abuse or misuse of the product, cse of improper ammunition or use of amrnuni- 
lion other than original high ouality, commercially manufactured ammunition in good condition, 
scratches and normal wear of the product and surface finish. 

Note: This warranty is not valid for revolvers plated or coated by oiher manufacturers, gun¬ 
smiths or dealers. 

The attached owner registration card validates your warranty. It must be compieted and 
returned within len j10) days of purchase in order to receive coverage and performance under 
this warranty. 
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